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Compact Fluorescent Lamps

Screw In Magnetic Adapters

Item # Description NSN

10405 5 Watt Center Mount  SA

10407 7 Watt Center Mount  SA

10409 9 Watt Center Mount  SA

10413 13 Watt Center Mount  SA

10505 5 Watt Side Mount  SO

10507 7 Watt Side Mount  SO

10509

10513 13 Watt Side Mount  SO

Speciality Adapters, Reflectors, PL Lamps

Item # Description NSN

104A19
A19 "A" Bulb cover Fits 9 and

13 watt quad PL

11315
15 Watt "A" Bulb
Electronic ON/Off

10413AD
13 Watt Center Mount Adapter

SA w/ Reflector Ring

14513
!3 Watt low profile adapter SF

for reflector

104P38
Reflector with glass Lens

PAR 38

104R30
Reflector with Glass Lens

R 30

32013
13 watt Quad PL Lamp

2 Pin Warm White

32009
9 watt Quad PL Lamp

2 Pin Warm White

32005
5 watt Twin Tube  PL Lamp

2 Pin Warm White

32013IS

13 watt Quad PL Lamp

2 Pin Warm White
Instant Start

ADAPTERS
     This broad category features many
designs offering the most options, filling
virtually all applications.  Magnetic
ballasted adapters feature long life,
while the newest addition of electronic
adapters up to 32 watt provide instant on
operation.  Many adapters are designed to
accept reflectors creating a floodlight.
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Compact Fluorescent Lamps

  TECHNICAL INFORMATION
  Screw - in Adapter Series
  Specifications (at full brightness]:

                 Ballast Type:                                        Magnetic
                 Starting Method:                                  Globe Bottle
                 Input Line Voltage:                               120VAC
                 Input Line Frequency:                          60HZ
                 Ballast Life (rated):                              50,000
                 Lamp Life (rated):                                10,000
                 Color Temperature:                             2,700  degrees Kelvin
                 Color Rendering Index:                        84
                 Minimum Starting Temperature.          32 degrees F
                Maximum Operating Temperature:     160 degrees F
                 Efficiency/Lumens per Watt:                >55
                 Replaceable Lamp:                             GX23 2-pin
                 Adapter Screw-in Base Type:              Edison E-26
                 U.L./C.U.L. Listed:                               YES
                 FCC Compliance:                                N/A
                 Lamp Operating Frequency:                N/A
                 Lamp Current Crest Factor:                 N/A
                 Maximum Open Circuit Voltage:          600V
                 End Of Life Protection                          YES

S c r e w  -  I n  A d a p t e r s  T e c h n i c a l  I n f o r m a t i o n

I t e m
N u m b e r

W a t t a g e
I n p u t
L i n e

C u r r e n t
L u m e n s

O v e r a l l
L e n g t h

O v e r a l l
D i a m e t e r

P o w e r
F a c t o r

H a r m o n i c
D i s t o r t i o n

R e p l a c e a b l e
L a m p

D i m m i n g
R a n g e

C e n t e r  M o u n t

1 0 4 1 3 1 3  w a t t . 2 7 A 7 1 5 4 . 6 3 " 2 . 1 2 " > . 5 1 < 1 5 % G X 2 3  2 - p i n N / A

1 0 4 0 9 9  w a t t . 2 4 A 4 9 5 4 . 5 0 " 2 . 1 2 " > . 5 1 < 1 5 % G X 2 3  2 - p i n N / A

1 0 4 0 7 7  w a t t . 1 8 A 3 8 5 4 . 5 0 " 2 . 1 2 " > . 5 1 < 1 5 % G X 2 3  2 - p i n N / A

1 0 4 0 5 5  w a t t . 1 4 A 2 7 5 4 . 5 0 " 2 . 1 2 " > . 5 1 < 1 5 % G X 2 3  2 - p i n N / A

S i d e  M o u n t

I t e m
N u m b e r

W a t t a g e
I n p u t
L i n e

C u r r e n t
L u m e n s

O v e r a l l
L e n g t h

O v e r a l l
D i a m e t e r

P o w e r
F a c t o r

H a r m o n i c
D i s t o r t i o n

R e p l a c e a b l e
L a m p

D i m m i n g
R a n g e

1 0 5 1 3 1 3  w a t t . 2 8 A 7 1 5 5 . 5 0 " 2 . 1 2 " > . 5 1 < 1 5 % G X 2 3  2 - p i n N / A

1 0 5 0 9 9  w a t t . 2 4 A 4 9 5 5 . 2 5 " 2 . 1 2 " > . 5 1 < 1 5 % G X 2 3  2 - p i n N / A

1 0 5 0 7 7  w a t t . 1 8 A 3 8 5 4 . 8 3 " 2 . 1 2 " > . 5 1 < 1 5 % G X 2 3  2 - p i n N / A

1 0 5 0 5 5  w a t t . 1 4 A 2 7 5 4 . 6 3 " 2 . 1 2 " > . 5 1 < 1 5 % G X 2 3  2 - p i n N / A


